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DUCTILE FRACTURE. THEORIES
~	 FOR PRESSURIZED PIPES ..ND CONTAINERS(*^

F. ERDOGAN

Department of Engineering and Mechanics,
Lehigh University, Bethlehem, Pennsylvania 18015, U.S.A.

ABSTRACT

The probable mechanisms of fracture which may he Encountered in vario os
components may generally be classified in two main groups. In the first the
fracture is of "plane strain" type which may occur in components where the
external loads, the geometric dimensions and constrainin,; effects, the ma-
terial's behaNior, and the environmental conditions are such that prior to
and during a possible fracture propagation the material is not expec W to
undergo large scale plastic deformations. In this case thi underlyi.g frac-
ture theory is rather well-understood, and a criterion based on some va,.-'.a-
tion of (by now widely accepted concept of) fracture tou t.;hness or K-CC usually
provides a highly reliable tool to deal with the problem. Thick-watleu pres-
sure vessels and other heavy-section structural components may be mentioned
as examples which may be analyzed by using this )articular approach.

The second type of fracture failure which may take place in some reac-
tor components falls into the general category of "plane stress" or "high
energy" fracture. In a great variety of tubings and containers, due to rel-
atively small wall thickness, large defect size, high material toughness,
and high temperature, prior to and during a possible rupture process, around
the defect region the material would be expected to undergo large scale
plastic deformations. In this case the standard theories of fracture based
on the concept of plane strain fracture toughness are not applicable. This
type of fracture which is generally accompanied by large inelastic defor-&-i-
tions is (somewhat loosely) termed as the plane stress fracture for which
currently there does not seem :o he a universally acceptee criterion. In
applications to reactor components an additional complicating factor arises
because of the fact that in this case one is dealing essentially with a
shell of given curvature rather than a flat plate.

The theories which are currently in use in practice to analyze plan?
stress type of fracture are those which are bared on the concepts of crit-
ical crack opening stretch, KR-characterization, J-integral, and the re-
cently prr .posed plastic instability. In this paper the application of the
fracture :riteria based on these concepts to the fracture of shells will je
discusseC and the concept of plastic instability will he developed in ^^
detail. Since ch!re is no widely accepted standard criterion to deal
this type of fracture whica may bu one of the typical failure mecharis
reactor componets, one of the aims of the paper will be to provide an
date critical appraisal of the current theories.
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j( i•	 Intrcduction

In considering the fracture failure of structural solids, generally it

has been necessary to make a distinction between two types of fractures,

namely the so-called brittle or quasi-brittle and ductile fractures. The

former, which usually takes place in "bulky" structural parts where the

characteristic dimensions of the original defect causing the fracture are

small compared to the dimensions characterizing the geometry of the part,

is associated witi. relatively low fracture energy and small deformations

prior to catastrophic failure. Ductile fracture, on the other hand, is

associated with relatively high energy and large deformations and almost

Invariably takes place in thin plate and shell structures. The terminolo-

gies of flat vs. shear or plane strain vs. plane stress fracture have also

been used to characterize the two types of fracture. Needless to say, the

distinction is not clear cut and in practice one encounters the full spec-

trum of failures from the highly brittle fracture of, for example, cast

iron parts to the ductile tear of polymer sheets with varying degrees of

inelastic deformations occuring during tie process. Nevertheless, the

loose classification has been quite useful for the purpose of identifying

the related areas of research and developing practical fracture criterip.

Since the spectacular examples of structural fracture failures were

found to be the result of ductile as well as brittle type of fracture and

partly because of the intense interest shown by the aerospace industry on

the subject, during; the early periods of the introduction of fracture

mechanics concepts there were considerable research activities regarding

the plane stress fracture of thin sheet structures. Emboldened by the

success of K 1 or the fracture toughness G IG concept characterizing the

fracture resistance of the structural materials under plene strain condi-

tions, at one point a single parameter characterization of the plane stress

fracture resistance was also thought to be possible. Thus, to determine

the corresponding fracture resistance KC or GC it was thought that all one

needs to eo is to test a sufficiently wide panel with a large enough cen-

tral crack. However, attempts along these lines were soor abandoned for

the simple reason that a single parameter fracture characterization under

"plane stress" conditions with KC as the resistance parameter did not prove
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to be feasible. In the intervening years most of the efforts in the frac-

ture research appears to have gone into the refinement and further stand-

i
ardiiAtion of plane strain fracture toughness or K 

1 
technology and into

the study of the subcritical fracture propagr:tion phenomenon. This appar-

ent lack of widespread interest in research and standardization attempts

regarding ductal° fracture during this period may be due partly to the in-

herent difficulty of the problem and partly to the fact that in most appli-

cations usually sore subcritical crack growth under cyclic loading precedes

the fracture pr r.cess and the subcritical crack growth phenomenon can be

studied very adequately by using the tools of linear fracture mechanics.

I should be noted that a successful ductile fracture criterion re-

quires of only an accurate characterization of the fracture resistance of

the material, but also a theoretical method of evaluating a related, well-

defined factor representing the geometry of the structure and the intensity

of the external loads. Consider, for example, three typical ductile frac-

ture configurations whic ti consist of a large thin sheet with a central

crack, a deeply edge-cracked thin strip, and a deeply edge-notched very

thick strip under plane strain condition, all subjected to tension perpen-

dicular to and away from the crack region. The deformation state in these

three specimens will be entirely different. It is then intuitively clear

that it will be difficult, perhaps even impossible to define a single factor

which can accurately describe the intensity of the applied load and the

geometry of the medium at the crack tip such as, for example, the stress

intensity factor would under conditions of plane strain fracture. The

energy talance type of fracture criteria, however sound the underlying

physical principles, are again a single parameter model and hence work very

effectively only when the size and shape of the dissipaticn zone around the

crack front remain reasonably independent of the specimen geometry at the

fracture load. During; the fracture process since the (r versible and irre-

versible) inelastic work done oil 	 material in the dissipation zone

absorbs a ce-A air_ large percea tuage of the input energy, it is not possible

to use nit energy balance type fracture criterion in situition5 when for a

given material the size and the shape of the dissipation zone will vary

drastically with th, geometry of the: specimen, as is invariably the case in

materials undergoing ductile fracture.
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Partly because of the somewhat illusive and inherently diverse nature

cif the ductile fracture process, current research regarding the material

characterization and the development of workable fracture criteria has been

proceeding along many different lines. In the following sections only the

notable approaches will be discussed. Since the emphasis in the paper is

on the review of the material from the viewpoint of applications, the dis-

cussion will be restricted largely to the "mechanics" aspects of tie problem

and different mechanisms and models proposed `^: the explanation of fracture

growth and other materials aspects will not be considered.

2.	 %-Characterization

2.1 The Concept and its Application

The notion of representing the fractur% resistance of thin sheet ma-

terials by a "resistance curve" (*) rather than a single resistance parameter

goes back to t,_a early work done at the Naval Research Laboratory [1,2].

In recent years there has been a considerable amount of renewed interest in

the subject, and a great deal of research has been done on its further de-

velopment (see the articles in [3] for a thorough review). The basis of

the development of the concept is the observation that di-ring the fracture

process of thin sheet materials, depending on the specimer. geometry and

loading conditions, the unstable fracture is always preceded by a certain

amount of stable crack extension. This is roughly due to the fact that as

the crack length increases, because of the increasing dissipation zone size

ahead of the crack, the resistance of the material to fracture growth also

increases. Thas, for a material with given thickness, as the fracture

takes place it is possible to determine experimentally the amount of crack

extension a-a o corresponding to a given K value. This K vs a curve (known

as R-curve or KR-curve) may now be considered as representing the fracture

resistance of the solid under plane stress loading conditions (for a par-

ticular specimen 6zometry). Furthermore, if one cau shun; that, or if one

simply conjectures that the shape of this curve is independent of the in-

itial crack length ao , the specimen geometry, and the lording conditions

(*) Various other terminologies used for this purpose are: R-curve, KR-curve
CR-curve, and crack exLension resistance curve.
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then one can assume that the fracture resistance of the solid under plane

stress conditions is fully characterized by the KR-curve.

Consider, for example, the specimen and the lo-.ding condition shown in

Figure 1. The KR-curve shown in the figure may easily be obtained from a

displacement controlled experiment described by Figure 2 where for a con-

stant displacement V dK/da is always r^gitive. Hence, Figure 2 represents

a fully-stable loading configuration from which the complete K R-curve can

be obtained. For constant load experiments shown in Figure 1 the slopes

of loading curves K vs. a (corresponding to P-constant) are all positive.

However, from the fi ,, ure it is clear that for P<PC, 'it the point of inter-

section of the loading and the resistance curves we have

dK 
^ dKR	

(1)
da	 d 

and consequently the fracture propagation will be stable. Here P C is the

value of the load for which the loading and the resistance curves are tan-

gent to each other. On the other hand for P-P
C
 and a>ac , we have

dK > dKR	
(2)

<fa	 da

which clearly corresponds to an unstable fracture propagation. The critical

crack length a c and the critical stress intensity factor K C which for the

given loading condition correspond to catastrophic fri'ire are determined

by the point of tangency of tr^ loading (constant I.	 the resistance

(KR) curves. In an actual structure then the critic_ ! g oad correspondint,

to fracture instability may easily be obtained by superimposing the (calcu-

lated) loading curves K vs. (a-ao) on the KR curve and searching for the

load level giving the tangency. For example, the 0 =-constant lines shown

In Figure 3 represent qualitatively the loading curves in a longitudinally

stiffened panel containing; a central crack. It should be emphasized that

KR-curve is assumed to be independent of a 0 . Hence, in applications KR-

curve has to be translated parallel to the a axis so that its intersection

with a axis, a  is the same as the initial crack length in the structure.

(For a simple graphical technique of determining K C see iUe article by

Creager in L3].)

In obtain i ng KR-curve as well as in applications t},_ first question

which has to be settled is the method of accounting for the plastic defor-

5



mations around the crack tip in calculating the

This is usual l y done by some kind of plasticity

length a. In this case the alternatives are:

effects and use the measured crack length am in

so-called Irwin correction by assuming that

stress intensity factor K.

correction on the crack

(a) ignore the plasticity

calculations; (b) use the

a	 a	 1 ( K ) 2

	

In	 r y	 ry	
271 o

Y

where a is the crack length used in calculating K and a  is the yield

strength; (c) use a p1 p•, ticity correction by assuming gait a-am + p where

p is the plastic zone size obtained from a (Dugdalc-"srenblatt-type) plas-

tic strip model; and (d) use a compliance method to determine the adjusted

crack length a. Method (d) is basically experimental, requires farther in-

strumentatiot, during testing (see the article 1,.. McCabe and Heyer in [31),

and can he used in obtaining the %-curve. However, it is not clear how it

can possibly be used in calculating the loading curves K vs. a in an actual

structure with entirely different loading and geometry. In spite of all

its obvious limitations, largely because of its simplicity, currently

method (b) seems to be the most widely used technique to account for plas-

ticity correction.

2.2 Applications to Shells

Since the failure of thin-walled pipes, containers, and other shell

structures containing a through crack generally falls in the category of

plane stress fracture, it is possible to use the K R-c• oncel)t to determine

the fracture load in such structures. However, some moditication of the

current practic is necessary to take into account the bending and the

curvature ef.'ects in shells. As a first approximation one may 13nore the

bending component K 
1 

of the stress .intensity factor and use the r y -plastic-

ity correction given by (3) with K=i. m , K 
m 

being the membrane stress; inten-

sity factor in the shell. Tne shel_ stress intensity factors are given

usually in some numerical form (g-aphical or tabular) [4]. To simplify

the arplication:,, empirical expressions obtained through a suitable curve-

fitting would be preferable. For example, in a cylindrical shell with an

axial crack of length 2a, the membrane stress intensity ftetur K m may be

expressed as

(3)
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K - A K	 A - 0.481A + 0.614 + 0.386e-1.25A
m	 m p	 to

where A is the shell parameter given by

A - [12(1-v 2 14) a/"W—h

R is the mean radius of curvature of the cylinder, h is the thickness, v is

the Poisson's ratio, and K^ is the corresponding flat plate stress intenisty

factor obtained by using the same membrane loads as in the shell (e.g.,

K  - No m/h - p0R ►Tna/h for a pressurized cylinder).

For a somewhat more accurate analysis the effect of bending has to be

taken into account and a more realistic plasticity correction must be used.

In connection with the fatigue crack propagation in plates ind shells sub-

jected to combined bending and extension it was shown that a direct super-

position of the stress intensity factors K
m 

and Kb would not produce the

correct correlation parameter [5-7]. Thus, similar to the fatigue problem,

one may assume that in the application of % concept too the appropriate

stress intensity factor a&ry be expressed as

K - Km + (;Kb . (0<0<1)
	

(6)

where Km and Kb are given in [4] and B is a constant. Selecting 0-0.5 has

given good results in fatigue crack propagation studies, which can also be

justified in theoretical grounds [5-7]. For the purpose of applying the

% concept one m:iy also try the same value. As for the plasticity correc-

tion, even though one may again use the r y-correction given in (3) with K

as expressed by (6), in this case it would be more appropriate to use the

plasticity correction as obtained from the extension-bending strip model.

The technique for this is described in [8] and the results giving the plas-

tic zone size p ma} he found in [8] and [4].

With regard to the acceptability of the K1,-curve conct • pt as a fracture

criterion the main question which remains to be answered is this: are the

basic assumptions underlying the concept, namely that the K R curve is in-

dependent of the initial crack length, the specimen geometry, (i.e., its

shape and size, and the loading conditions) really valid? The experimental

evidence regarding the results obtained from various types of specimens has

`	 so far been inconclusive. The comparison has been tcstricted almost entirely

(4)

(5)

7



to the compact tension specimen shown in Figure 1 anti the center-cracked

tension panels. One way of • aluating the effectiveness of the concept

would be the comparison of the KC value obtained experimentally from center-

cracked panels with that predicted from the %_ curvewhich is found from

the compact tension specimens. For high-strength materials such as 7075-7,

aluminum, Ti-6Al -4V titanium alloy, and PH14 -8Mo SRH1050 stainless steel

with a simple ry-correction extremely good results have been obtained [3].

On the other hand the results for the high toughress materials have been at

best "marginally unfavorable" [3]. The difficulty here of course stems

from the :act that in the presence of very large plastic deformations the

stress intensity factor is no longer a realistic measure of the crack geom-

etry and ti.! external loads and the c y-correction (or any plasticity correc-

tion) mould be very nearly meaningless. However, in spite of these short-

comingi KR-;;urve strength characterization and the related fracture cri-

terion provide a very attractive and highly promising tool for studying

the fracture of thin plate and shell structures containing a through crack.

3.	 COD-Characterization

•

	

	 The KR- ,concept described in the previous section is applicable to thin

plate and shell structures having throu9% cracks only. On the other hand,

in most thin sheet structures such as pipes, pressure vessels, and contain-

ers the ductile fracture generally starts from defects or defect zones which

are or may be approximated by part-through cracks. Thus, to deal with these

as well as the through crack problems a somewhat more fle y.ible fracture

crit •-rion is needed. One such criterion is that of critical crack opening

stretch, 6 cr . The argument forming the basis of this approach is quite

simple and is based on the assumption that in the presence of large scale

plastic deformations the fracture process at the leading edge of the crack

will be controlled primarily by the magnitude of local straits and the

crack opening stretch measured or calculated at the crack fr)nt is a fair

good measure of these strains. Thus, according to this theo.-y the geomet

and loading conditions and consequently the overall inelastic deformation

-! state in two specimens may be quite different, but at the initiation of t

fracture process the local conditions at the leadin,; edge of the crack mu

have the same critical stata. From the viewpoint of mate.'ial characteriz

8



ation the concept seems to lend itself to standardization without any di'fi-

culty [ 9]. In this section the theoretical results for the crack opening
•

stretch in a plate of finl% width and in a cylindrical shell containing a

part -through or a through crack will be presented and the correlation of a

limited amount of data will be shown.

3.1 Center -Cracked Plate

Consider the plane problen described by Figure 4. It is assumed that

a plate of width 2h and thickness b  is under uniform u nsion a  and con-
tains a relatively large defect or a cluster of defects which may be approx-

imated by a symmetrically located part-through crack. It will also be

assumed that An net ligament all around the crack is fully yielded (the

shaded area in Figure 4b). Using the plastic strip model and replacing

the trip in the yield zone: by tensile tractions o y , the problem may be

soled by the superposition of the following three prob.-ms:

Problem 1: No crack, external load: o(x,?-) - Qyy	 0;

Problem 2: Crack: -a <:Q	 y - 0;
P	 P

•	 External load: oyy (x,0)	 ao,1x^<a
P;

Problem 3: Crack: -a <x<a	 , y = 0;
F	 P

External load: o yy (x,0) - oY for a<lxl<`p'

b -b

	

o(x,0) =	 °	 a for jxj <a.yy
bo	 Y	 i

Here the dimenzions a,h,b,b0 ( Figure K and the external load o0 are known

and the length a  giving the plastic zone size p = a p-a ahead of the crack

tips is an unknown. 
Y  

is the " flow stress" which represent s the strain

hardening and the yield behavior of the material and may be selected as

	

A = ( Ya) o
YS 

, 0<a<(oU-oYSWo
YS
	(7)

where UYS is the standard yield strength, au the ultimate strength, and n

an appropriately selected fixed par:l. ►neter.

Examining the loading conditions closely, it m p y be neen that the

crack problems 2 and 3 can be replaced by

9
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I ,	 Problem 2: Crack: -a <x<4 	 y - 0;

External load: a(x,0) - -aayy 

bo
Y )] . 1xI-ap;

0
Problem 3 ' : Crack: -ap<x<aP , y - 0;

External load: ayy (x,0) - 0	 IxI<a

ayy (x,0) - b oY , aelxl<ap.
0

This means that the part-through crack problem shown in Figure 4h may be

treated as a through crack problem provided the external load (3Q and th.•
flow stress a  are replaced by

00	
0

- 0 -(1- b )vY
 , (10 - b o

Y 	(8)
0	 0

The details of the solution may he found in [10]. Figures 5-8 show the re-

sults. Figure S gives the inform: ►tion to determine the plastic zone size

ap-a. Here the parameter )1 p is defined by

X  - a p /h	 (9)

For A  - 1 the crack plane is fully yielded and it may be shown Coat

a

`__ 1 - b a	 (10)
a 	 o p

giving the straight line in Figure S. The curve for a-0 corresponds to in-

finite plane for which

TIG I

a- - Cos ( °)	 (11)

a 	 20Y

The crack opening stretch d calculated at the crack tip x-a (Figure 4)

is shown in Figure 6 where the normalization factor d and the parameter A

are defined by

.

	

d = 4aaY/E , a - a/h	 (12)

For the infinite plane a-0 and
^Q

d
s - n log (cos 2ar^	 (13)

Y
The asymp".otes of the 6-curves shown in the figure correspond to the fully-

yielded net section and are given by
s

10
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o'^--b
Y	 o

In the case of part-through cracks the crack opening stretch 6(x) be-

comes maximum at x-0 which is shown in Figure 7. For the infinite plane

A-0 and 606(0) becomes

na'

T n log[ 0+s 1n0 /cosV1 , Q - 2U°

Y

Thus, in fracture studies based on COD considerations the relevant quantity

representing the intensity of the external loads will be 60 in part-through

and 5 in through crack problems. For example, if one assumcH that the frac-

ture will start when the crack opening stretch at the crack front reaches

a critical size 6 c which is a characteristic strength parameter of the

material, the load carrying capacity of the plate may be obtained from

Figures 6 or 7 depending on whether the crack is through or part-through.

Figure 8 shows the result fur a through crack. Once 6 
c 

and the crack

length a (or X-a/h) are specified the figure will give the value of o0

corresponding to fracture initiation.

3.2 Crack Opening Stretch Resistance Curve

I.; should be pointed out that conceived as a single parameter frac-

ture criterion, critical crack opening stretch concept cannot accomcm:)date

the phenomenon of stable crack growth in thin sheet structures with a

through crack. AS pointed out in the previous section, as the crack grows

the dissipation zone ahead of the crack and the resistance of the solid to

fracture also grow. Consequently, to maintain the fracture propagation

process in the plate, the stress intensity level or the rate of the exter-

nal w::, pumped into the dissipation zone must be increased accordingly.

Thus, particularly in the presence of large scale plastic deformations,

since the stress intensity factor is a very poor choice to represent the

specimen geometry and the external load, it is suggested that the crack

extension resistance curve for sheet materials with a through crack be

plotted by using the crack o pening stretch 6 (rather than K) as the load

factor. In this case the experimental determination of the characteristic

resistance curve (tom curve) of the material and the es+:'_m3tion of the

(14)

(15)

0409MM molt Duaa "M in	 12



critical value of the external load or the crack opening stretch 6 c at the

onset of unstable fracture propagation for a given geometry and J-v',.ng con-

ditions would follow the same procedure as in determining K g and ;k
C
 described

in the previous section.

3.3 Cylindrical Shell with an Axial Crack

Except for the effect of the shell curvature and the resulting "bulging",

the problem for the shells is identical to the prate problem described in

Section 3.1 of this paper. For a pressurized cylinder containing an axial

crack Figure 9 bhows the dimensions and orientation of the crack and the

shell and the plastic zone size p. The details of the solution may be found

in [8] and extensive results regarding the crack opening stretch are given

in [11]. The total crack opening stretch at any pol.nt along the crack front

xpressed as

d t (x,z) = 5(x,0) + z0(x)	 lxl<a+p	 jzj< 1
6(x,0) - v(x,+0) - v(x,-0)

•	 0(x) -
R
 0 - + 0 2 (x)	 02(x) - 2 Y w'A,O)	 (16)

where v(x,y) and w(x,y) are, respectively, the y, and z-components of the

displacement vector in the shell on the neutral surface, and 9(x) is the

relative crack surface rotation (Figure 9). The followtng are the crack

opening displacements of particular practical interest:

6 a = 6(a,0): the conventional crack opening stretch at the crack

tips x--a, on the neutral surface z-0.

60 a 6(0,0): the COD at the midpoint of the crack x=0 on the neutral

surface.

6 c : the crack opening stretch at the mf:;point x-O and the leading

edge z=h/2-d of a part-through external surface crack given Lv

	

6 c - 60 [1 + (2-d)/R] + (h 06
2

 (0)	 (11)

Figures 10-13 show some calculated sample results. Figures 10 and 11

give 6o and 6 a for a through crack. In these as well a ,: in the subsequent

13



figures regarding the shells the stress 
a  

representing the yield behavior

of the material may again be in.erpreted as a "flow stress" and is related

to the yield and ultimate strengths of the material through (7). Other

quantities shown in the figures are defined by

No - PO  , dl - 4aOY/E , A = [12(1 -v) 2 ]
lt
a/fRh	 (18)

where p
0 

is the internal pressure. For ^-0 the problem reduces to an in-

finite flat plate for which d
o a

and d are given by (15) and (13), respect-

ively. Figures 12 and 13 show d o and 0 2 (0)-0 2 for a part-through external

surface crack where d/h-0.5. The normalizing factor for 0 2 is defined by

d 2 = 4aaY /Eh .
	 (19)

If one adopts a single parameter fracture strength characterization of

the material with the critical crack opening stretch 6 
c 

as the -naterial

constant, then the load carrying capacity of the cylinder may be obtained

from Figures 14-18. Figure 14 shows essentially the hoop stress

all=No /h=p,)R/h as a fu tion if the crack length as represented by A (see

equation 18) in a cylinder containing an axial through crack. The figure

shows the constant 6a curves. For U given 6 
c 

and crack length the crit-

ical value of off or p  may be obtained by interpolation. The figure also

give-s some idea about the pressure drop necessary for crick arrest. Fig-

u:.. ,s 5-18 show the similar results for a cylinder containing a part-

thro ,h external crack in which the crack opening stretch 6 at the crack
* c

front and at x-(1 is the load factor of critical interest ( ). The crack

opening stretch 6 a at the tips of a through crack of ..ame length 2a are

shown in the figures by the small circles for d=h. Generally, the extra;,-

olated values of the hoop stress off=No /h at d =h fcr constant 6 c appear to

maller than the hoop stress corresponding to in equal crack opening

.retch 6a in a through crack, meaning that, at least theoretically, leak

oefore burst is possible. Figure 19 shown the application of this conc--pt

to the results of same burst tests on 2014-T6 aluminum cylinders containing

a through crack [13]. The figure also shows the calculated elastic stress

intensity factor K and the plasticity corrected stress intensity factor

Kp1, at burst pressure. K was calculated from

In these figures 6 c is calculated by assuming that h/K-0.465/19 [i2'.

However, in most cases contribution of the term 6 oz/I1 i.i `{c is relatively

small and may be neglected (see equation 17).
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^r	 1	 1

r
.,pcR

K .,+
 + A)

(A h- r,, a 	 (20)

• where Am and A  are, respectively, membrane and bt-nding components of the

stress intensity factor ratio [4,11], p c and ac are the pressure and half

crack length at burst. K pk is obtained from (20) by replacing a c by ac+p

p being the plastic zone size given in [8] or [4]. The figure indicates

that as a single fracture strength parameter the cra-k opei:ing stretch

appears to be preferable to the stress intensity factor with or without

the plasticity correction.

4.	 Plastic Instability

One of the principal objections to the concept of crack opening stretch

as a fracture criterion tinder conditions prevailing in ductile fracture is

that it is a single parameter criterion and hence can only predict fracture in-

itiation rather than unstable crack propagation. It has, for example, been

shown that for a given material and thickness the crack initiation value

of COD is relatively constant in a variety of specimen geometries and load-

ing conditions (e.g., [14;15]), whereas its value at the onset of unstable

fra ture growth may be extremely ser.:.itive to such factors (e.g., [16,171).

•.	 Putting aside again the microstructural factors affecting the ductile frac-

ture process. at the continuum scale the unstable fracture may be considered

as being the consequence of some kind of plastic instability in the liga-

ment ahead of the crack tip. In pressurized cylinders a very simple way of

applying this notion to obtain an estimate of the load carrying capacity

would be the following [18]: From the crack opening displacement results

given by Figures 11 and 12 and similar results given in [11] it may be ob-

served that for a through or a part-through crack, in the neighborhood of

a certain value of the external load or the hoop stress N 0/h, any small in-

crease in the load would cause a relatively very large .increase in 6  
or

8c . This suggests that around this particular value of the load the phe-

nomenon taking place near the crack edge may be quite similar to the

"necking" phenomenon observed in a ductile tensile bar wnere the material

undergoes plastic instability. Furthermore, since the slope of the re-

lated COD vs No /h curve increases very rapidly after a certain value of

the load, the instability load may be estimated from the;! curves within

15



an acceptable degree of accuracy by assuming a fixed high slope. Figure 20

shows the results for a cylinder wtth a part - through or a through crack

assuming a slopi of approximately 20 in the normalized COD vs N o /h plots

(Figures 11 , 12). The comparison of the theoretical and some experimental

results given in [12] on pressurized steel pipes (X52, X60V, and X60C) is

shown in Figures 21 and 22. In the theoretical curve shown in Figure 21,

as suggested in [12], the flow stress is assumed to be o YUQYS+10,000 psi.

In the part-through crack case shown in Figure 22 the t-xpertmental results

were obtained for 0 . 492<d /h<0.511 and the theoretical curve is based on

d/h=0.5 and 0Y = ( 1+O.O5 ) 0YS . It may be observed that the agreement seen in

Figures 21 and 22 appears to be rather good. However, it should also be

pointed out that because of the presence of slow stable crack growth pre-

ceding the onset of unstable fracture, the correlation of these experimt-nv.-A

results with a critical crack oT^-ning stretch as the fracture criterion was

not as successful.

The results given in [12] indicate that for near -failure conditions in

pres3i^rized cylinders with a part -through crack generally the crack opening

displacement AC at the mid-section x=0 (see equation 17) is greater than

•	 0.10-d). On the other hand, investigations of the edge -cracked specimens

by the J-integral method [19] suggest that for the applicability of this

(J-integral) method of characterization, do needs to be less than 0.04(h-d).

Thus, it is clear that relative to b
c 

tte thickness of the net ligament is

not large enough to characterize it ,a failure in terms of a progressive

crack extension model and, since the net ligament is fully-yielded, some

siternative model based on plastic instability is needed. Such a o ,odel is

described in [l8].

In the case of a "deep" part-through axial crack if the pressure is

such that the net ligament is fully yielded, then within the net ligament

the strains may approximately be expressed as

ex =0 , e
Y 

+F =0	 (21)
Z

Thus, a nominal value of the average tensile strain in the net ligament may

•	 be estimated by

E = 6 E /(h-d)
	

(22)
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where 6 E is the average net ligament Stretch evaluated at the midpoint of

the net ligament and is given by (see (16))

	

6 c M 6(0,-d/2) - 60 (1-02R) - 0 (0)d/2	 (23)

For the steel pipe experiments reported in [12] near failure conditions E

is estimated to be above 0.15 which is slightly less than the expected max-

imum strain in an unnotched tensile bar but greater than that for a deeply

notched bar. To illustrate the stability behavior of the net ligament a

model can be construc t - A +n the following manner. Let us assume that for

any E greater than, say, 0.1 the effective crack depth may be expressed as

d = d0 + a(c)6 E 	(24)

where d
O 

is the initial crack depth $:prior to loading) and a(c) is a co-

efficient (0 <(%<1) approaching unity as c increases into the range of 0.3 to

0.5. If we assume that a(c) is a known function and note that for given R,

h.a, and 
p  

6e is a function of d, then, with (22), (24) provides a (highly

t:rtnlinear) equation to determine the value of d. This can be done by a

successive approximation scheme as follows:

d(0) = d c^ , d(N) = d + a(e(N-1))6e(N-1)	 , N = 1,2,...	 (25)

It is clear that if this successive approximation converges, then as

a result of the load redistribution there will be a stable crack configura-

tion. On the other hand the divergence of the 1teratic .n in (25) will imply

a net ligament plastic instability. The basic mechanics of this stability

model will depend, among other factors, on the selection of a(E) and the

flow stress aY . Using constant values of a between 0.4 rind 0.8 it was round

that roughly equivalent failure conditions can be predicted with small n

and o  well above aYS or large a and a  close to nYS 
[16].

In the Battelle experiments described in [12] the Outer surface COT)

defined by

	

6e, m 6(0,h/2) - 60 (1 + 2R ) + 2 0 2 (0)
	

(26)

vas also measured. The (average) measurements and other relevant informa-

tion were:

R = 18 in.. h = 0.403 la., d 0 = 0.201 in., 2a :: 3.8 in., 0 Y 
= 64.6 ksi
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/	 p0(ksi):	 1.0	 1.2	 1.25	 1.29

6e (mills): 29	 60	 80	 failures

The succ ilve approximation scheme was used to evaluate 60 A by assuming

that [181

°y - 0YS 
+ 2 ksi , a(E) - 0.46 + 0.54(1	 OE1 )	 (21)

The results are st.,wn in Figure 23. In the figure the curves, A,B,C, and U

correspond to the pressures 1.0, 1.2, 1.25, and 1.267 ksi, respectively.

It is seen that 6o for the first three pressures converges and for po

1.267 ksi it diverges, increasing with N in nearly linear fashion and corre-

sponding to a net ligament instability. The figure also shows the calcu-

lated values of d e at stability (and for N-14 for curve U). Even though

the iteration scheme predicts the failure pressure quite accurately, it

predicts increasingly smaller values for 6e at lower pressures. These re-

sults seem to be encouraging enough to warrant further investigation of the

plastic instability concept aloug the lines described in this section.

5.	 A Two-Parameter Fracture Criterion

As indicated before, a singi^ parameter fracture criterion is inade-

quate to characterize the ductile fracture particularly in thin sheet

sCructures. The resistance curve concept based on any of the load factors

such as G, K, 6, or J in this respect may be considered, at least theo-

retically, as having infinitely many discrete parameters in 'he material

characterization. From the practical viewpoint, the shortcomings of the

concept are obv 4 ous, namely that it is purely empirica l , requires exten-

sive experimental work for characterization, and is not easy to apply. It

is therefore natural to think in terms of a multi-parameter criterion as a

practical alternative. Such a model based on two parameters has been de-

veloped by Newman [20,211.

The idea of the two parameter model is partly based on the nonlinear

or elastic-plastic stress and strain concentration at the root of a blunt

notch or a crack considered by Neuber [22] and others [23-271. Fi.,t,

Neuber's result is expressed in the form [20,211

aEE	 o2	(28)
e
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i
	 where Q and E are the local stress a,.d strain at the notch root, E 1.s the

"modulus" and a  is the local elastic stress. Essentially, the asymptotic

expression for the crack tip stress with two terms in the expansion is then

substituted into (28), leading to, after some manipulations, an expression

of the form

K 
	 —
 

K le Sn
	 (Sn < Su)

1 - m Su

where K  and m are the two material parameters (characterizing the fracture

strength), Kle is the linear elastic stress intensity factor, S  is the

applied stress and S `1 is the maximum possible nominal elastic stress com-

puted from the load which would produce the ultimate strength C  on the
compete net section. K le is calculated from the linear elastic fracture

mechanics. S  and S u depend on the specimen geometry and the loading con-

ditions and are some multiples of the magnitude of the external load and

the ultimate strength au , respectively. For a given material of given

thickness K  and m are determined from the experimental fracture test re-

sults by using (29) and a least square method [201. Note that in (29) the

denominator represents the effect of material nonlinearity. For m=0 the

equation reduces to the linear elastic fracture model used for plane strain

problems. For m=1 the model is similar to that described in [28] for high

toughness materials.

The model given by (29) has been used in [20] and [21] to study and

correlate the results of fracture tests on thin sheets of a relatively

good variety of materials aria specimen geometries having either a part-

through or a through crack. The result appea •:s to be extremely successful

indicating that there is a great deal of promise in trying to cbiracterize

the ductile fracture by a multi-parameter model.

6.	 J-Integral

The J-integral which was originally developed for nonlinear elastic

(i.e., non-dissipative) materials [29] has now become, along with K and

one of t::e standard load factors 	 (representing the magnitude of the

applied load and the spe^irmen geometry) in fractur q studies. As a basis

«	 of a ductile iracture Grit,-rion this concept too suffer:, from all the

(29)
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disadvantages of a single-parameter material characterization model. It

a	 is further restricted to two-dimensional crack geometries and as yet cannot

be used in such problems as sliells, part-through cracks, and other three-

d,mensional crack geometries. However, together with the concept of a re-

sistauce curve or a multi-parameter strength characterization it may prove

to be an effective tool in ductile fracture studies for thin sheet struc-

tures having a through :rack.

7.	 Conclusions

(a) From the viewpoint of structural failure 0 ductile fr^ctuve process

has two aspects, namely the fracture initiation followed by a stable crack

growth and the onset of unstable fracture propagation. Fracture initiation

occurs when the local conditions at the leading edge of the crack reach a

critical state and hence, in principle, can be predicted by a bu!table

single parameter criterion such as crack opening stretch or, in plane crack

geometries, J-Yategral.

(b) The onset of unstable crack propagation is basically a stability

phenomenon which is controlled by both the local conditions at the leading

edge of the crack and the global state of energy flow into the dissipation

zone ahead of the crack front. Because of the large size of the dissipa-

tion zone and the plastic strains, the energy slow process in ductile

fracture propagation is a highly complex phenomenon. As the crack propa-

gates some of the (externally added or internally released) input energy is

transformed into the energy of residual stresses stored in the wake left

behind the crack, there is certain amount of dissipation due to heating

and restructuring the material, and there may be some form of surface

energy. Nevertheless, the fracture instability is almost certainly tine

result of the rate of input energy exceeding that of stored and dissipatPA

energies, with the critical local fracture conditions a3 neccesary condi-

tions. This being the case, clearly a single parameter fracture criterion

is not adequate to characterize t',it: phenomenon.

(c) The ductile fracture propagation process may be characteriz p i by

either a multi-parameter (discrete) model or some type of a "resistance

curve" which may be considered as a continuous model e,cvrc•-:scd graphically.

Some of the existing models have been described in this i;per. These
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models m:iy have certain shortcomings but they do indicate the direction of

necessary research in the field.

(d) There is a group of problems (notably the part-through crack prob-

lems in plates and shells) in which the ductile fracture process cannot be

modeled as a progressive crack growth phenomenon. In such cases a "net

ligament plastic instability" type of model appears to be adequate to char-

s	 acterize the fracture process.

References

1. Irwin, C. R., and Kies, J. A., Welding ResearLb Supplement, Vol. 19,

1954, pp. 193-198.

2. Kraft, J. M., Sullivan, A. M. and Boyle, R. W., Proceedings Crack

Propagation Symposium, Vol. 1, Cranfield, England, 1961, pp. 8-26.

3. Fracture Toughness Evaluation by R-Curve Methods ASTM-STP527, Philadelphia,

Pa. 19103, 1973.

4. Erdogan, F., and RaLwani, M., Nuclear Engineering and Design, Vol. 20,

'	 1972, pp. 265-2C6.

5. Erdogan, F., and Ratwani, M., Int. J. Fracture Mechanics, Vol. 6, 1970,

pp. 379-387.

6. Frdogan, F., and Roberts, R., Proceedings of 1st International Confer-

ence on Fracture, (Sendai, Japan), 1966, pp. 341-362.

7. Roberts, R. and Erdogan, F., J. Basic Engineering, Trans. ASME, Vol. 89,

1967, pp. 885-892.

8. Erdogan, F., and Ratwani, M., Int. J. Fracture Mechanics, Vol. 8, 1972,

pp. 413-425.

9. Methods for Crack Opening Displacement Testing, British Standards Insti-

tution, DD19, 1972.

10. Erdogan, F. and Bakioglu, M., Int. J. of Fracture ( to appear), 1976.

11. Erdogan, F. and Ratwani, M., Nuclear Fngineerin_and Design, Vol. 27,

1974, pp. 14-29.

12. Kiefner, J. F., Maxey, W. A., Eiber, R. J., and Duffy, A. R., ASTM,

STP536, 1973, pp. 461-481.

13. Anderson, R. B. and Sullivan, T. L., NASA-TND-3252, 1966.

14. Fearnehough, C. D., et. al., Practical Application o f Fracture Mech-

anics to Pressure Vessel Technology, institution of Mechanical

Engineering Conference, London, 1971, pp. 119-127.

21



pp- 379-386.

l	
J

I
15. Chipperfield, C. G., Knott, J. F., and Smith, R. F., Third Int.

t	 Conference on Fracture, Munich, Vol. 1, paper 233, 1973.

16. Harrison, T. C. and Fearnehough, G. D., Int. J. Fracture Mechanics,
Vol. 5, 1969, pp. 348-349.

17. Green, G. and Knott, J. F., (on effecti of thickness on ductile crack
growth) J. Mech. Phys. Solids (to Appear).

18. Erdogan, F., Irwin, G. R., and Ratwani, M., (Ductile fracture of
cylindrical vessels containing a large flaw), presented at the Ninth
National Symposium on Fracture Mechanics and to be published by ASTM.

:^. Landes, J. D. and Begley, J. A., ASTM-STP514, 1972, pp. 24-39.

20. Newman, J. C., Engineering Fracture Mechanics, Vo.. 5, 1973, pp. 667-
689.

21. Newman, J. C., NASA-TMX-71926, 1973.

22. Neuber, H., J. Appl. Mech., Vol. 28, Trans. ASME, 1961, pp. 544-550.

23. Hardrath, H. F. and Ohman. L., NACA Rep. 1117, 1953.

24. Hutchinson, J. W., J. Mech. Phys. Solids, Vol. 16, 1968, pp. 13-31.

25. Rice, J. R. and Rosengren, G. F., J. Mech. Phys. Solids, Vol. 16, 1968,
pp. 1-12.

i	 w

j	 16. Kuhn, P. and Figge, I. E., NASA-TND-1259, 1962.



KR
K

91

0
K^

i 1 Imo_
-
' ^'^

0

0

a a
	

a
O C

Figure 1.	 Crack extension resistance curve a:id loaling curves for load-

controlled experiments.

PRBCEDD G PAGE BLANK NOT FAXED



K

KR

1

an	 c^

Figure 2.	 Crack extension resistance curve and loading curves for dis-

placement-controlled experiments.



K

Kc

G

au	 a.	 a

F'gure 3.	 Application of K R-curve for failure-prediction in a reinforced
panel.

It



(0

2h

20

2a
I

10 	 (0)

_ b
b0 	-	 -

'	 bt)

(c)

Figure 4.	 Part-through crack with a fully-yielded net ligament in an
elastic strip.

1



ro

G

d
N
N

G
C ^
N G

u
u m

.-r
au

a
w G
O .0
G G+
O b
+a .-r

GI w

4 u
O ^w
^ a
> w

u
►+ a
a ^t
u u

V

a
w

^i

w

m

O

a

N
O

i

I^

O	 co	 'D	 -r	 c-j

O	 0	 .j	 C3

of n0

n



I ^ i^^



1.6

1.2

So
d

o.a

0.8

4	 0.5	 60/6''	 1.0
Y

Figure 7.	 Crack opening stretch at the center x=0 (d = 4aay/E).



1.0

0.8

0.6

Oo
^t

0.4

0.2

0	 0.5	 1.0

x

Figure 8.	 Toad carrying capacity of a plate containing a through crack

based on critical crack opening str_tch criterion (a=a/h,

2a: crack length, 2h: plate width).



4 Z

d	
2a	

h	 X

I R

(a)

9/2	 b)

Y

C'Y

Figure 9.	 Part-through flaw in a cylindrical shell with fully-yielded

net ligaments.



.G

=0 and

rh crack

t





i;

I^

l

11

14
N
,i

M
11

-<
li

A

,, n L-4

3

S /d,

2 }	 I

o^

s-	 ^J
0.0	 0.2	 0.4	 0.6	 O.P. 	 1.0

No/hoY

Figure 12. do - 6(0,0) vs. hood. :.rress for an exterral surface crack in
a cylindrical shell.



1.0

0.8

0.6

82/d2

04

0.2

0 . 0
0.0	 0.2	 0.4	 0.6	 0.8	 1.0

No/hay
Figure 13. 0 = 0 (0) for an external surface crack in a cylindrical shell

fequaiion 16) (d2 - 4a(j 
Y 
/Eh).

0



{	 I	 I	 I	 I	 I	 ,-

1.0

0.8

No/ hay

0.6

0.4

0.2

O.O I 	 1	 1	 J	 1	 I	 1	 1	 1	 i	 I

0	 1	 2 X 3	 4	 5

Figure 14. Hoop streso N /h vs. A for a constant crack opening stretch
da = 6(a , 0) in a cylindrical shell with an axial through crack
(d 1 = 4aay /E	 _ [12(1-v2 )]^4 a/v"^—h).



0.21
0 id

1.0

0.8 ^/d
12
8

	

0.6	 6

	

Re/hay	 4
2

I^

	

0.4	
0.5

4
0	 2

o	 ^

0 0.:^

0.0 L
0.0
	

0.5
	

1.0
d/h

Figure 15. Hoop stress vs. the crack depth d for a constant crack opening;

stretch do at x-0 and at the leading edge of a part-through

external crack, Xw l .



1.0

0.8

i/d
0.6

NoIho-Y 12
,e
-6
-4:	 0.4
-- 2

0.2

0.0
0.0 0.5	 doh	

1.0

11

Figure 16. Same as Figure 15 for a =2.



1.0

o.E

o.E
N./ h cry

0.-e

0.'

0,
0.0	 0.5

d/h

a/d,

i?
G

—4

i

I.0

Figure 17. Same as Figure 15 fur A-3-



K

i

/d
12

8

6

4

2

1

!.0

0.8

0.6

No/ho-Y

0.4

0.2

OA
0.0 0.5	 1.0

d/h

Figure 18. Same as Figure 15 fot a=4,



/o
QO ° E /0'y

• K p ,!

o K

40

.0.5	 1.0	 1.5	 2.0

20 (IN.)

20L
0

T a - 423 °F , O"y = 104 kpsi

80
-	 d	 °°

Z •	 •	 s----• 0.2	 ._

60 —"°• ,o^— z 

0.

O

•/

v

r^Y
O x	 ° E 8/ary oaON o
Y	

40 /	 • K p.[ 0.1	 w
Y

o K

200
0.5	 1.0	 1.5	 20	 2.5

..

l^

a.
Y

a
Yi

20 (IN.)

T = - 320 O F , O'y = 94.2 kpsi

	

80 —	 °	 d^
° .4 	 A

	

601— 	• _----^'

02 --
z

GO
w

0.1

2.5

Figure 19. Correlation of the results of burst tests in 2014--T6 aluminum
•	 cylinders R - 2.81 in., h - 0.06 in. DA.

.J



a
r

,II
I	 +

O	 a?
-^	 O

W

O

oll b
ZI.c_E

E	 ^

V .
	 N

O O

s 
ql^ r cD f-- CD p

v 0 O O 0 0=

I ^	 L 
L

I

i
i
i
t

N C
O

rl
^ ro
u v,r w

w C ^
1-•1	 u

u N
V.Q

a ^.
N r-

LO II
1. 'p
O v

cn X
W QO
i4	 a
a ^ ^
co .G	 v

o 0 a
w	 u

O
u	 v
u .c >,

a v
cd v ^--^

U	 rl

W no c7
p :^ u

•.1	 O	 (n

N .0 •.r

N mIro	 Iuu u 4-4
w u

b	 aJ	 Vi	 R
m a roo
..2 m a

o
N

r
Ia

00

r+.i

V '

I

w
	 °r

I

L. A-



0w

u
.1

N .SL
OJ	 U
1+ ro

H
'^ u

v.:
Y+	 a,'
u
G^ O

(^ N u

It

Gx
ro ro

u ,^
.-4	 k

^ 3
G 01

GI	 U

4-4	 !I
O

.b

C v
O N
fA rl

•rl	 I.1

ro

N C v
o	 ►.
U d

N
^ O

H
00

!+n

L

N c
In Cr
X r

s

el

O	 Go_	 O
Q	 N

O 

n by

_ !j	 O

Z IL

O



	

l^	 1	 1	 l	 1	 1	 0

	

-'	 O O O	 Oo>
zl^

N
N

00
w

w
0w

.sL
W u
41 M
^ H
^ v

H 00
7

.-1 O

u

w i

w w
o m
v ci

u .-i
ro

b ^
c x

N (a

u ^
u

eC 3u
^ N

v
•.1 Ti
1+ G

k >,
4J U

v .^
^ v
.^ vu
W N
O
b

G v
O N
w —4

•r^ W
1.i a

CL w
E:i v
o wu a



0

0

UI

w

Etr)
M M
O M
00 0
n	 11

0W60

OD

c^

Z
N

O

co

co

r M
M O
li	 11

co W	 l^

CD

—EO
tip
M O

ii	 n
^WGO	 (U

<I

i
,r

X
W

N ^

C! G
u O
u •^+

cc

^ u
u +1

w 4
w °

Gw
O X

v, u

., .4

7
G
C
+r r ^
u c7

^4 c'J

0

U: 4
N Z

V u
V C
7 ci
V) E3

1;
N

CJ

w

	

 1	 1	 1 	 _ 
to	 N	 —
0 	 0	 0 w o	 0


	GeneralDisclaimer.pdf
	0001A02.pdf
	0001A03.pdf
	0001A04.pdf
	0001A05.pdf
	0001A06.pdf
	0001A07.pdf
	0001A08.pdf
	0001A09.pdf
	0001A10.pdf
	0001A11.pdf
	0001A12.pdf
	0001A13.pdf
	0001A14.pdf
	0001B01.pdf
	0001B02.pdf
	0001B03.pdf
	0001B04.pdf
	0001B05.pdf
	0001B06.pdf
	0001B07.pdf
	0001B08.pdf
	0001B09.pdf
	0001B10.pdf
	0001B11.pdf
	0001B12.pdf
	0001B13.pdf
	0001B14.pdf
	0001C01.pdf
	0001C02.pdf
	0001C03.pdf
	0001C04.pdf
	0001C05.pdf
	0001C06.pdf
	0001C07.pdf
	0001C08.pdf
	0001C09.pdf
	0001C10.pdf
	0001C11.pdf
	0001C12.pdf
	0001C13.pdf
	0001C14.pdf
	0001D01.pdf
	0001D02.pdf
	0001D03.pdf
	0001D04.pdf

